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Kurzanleitung Endmontage Fertigmodell

Brief instruction for end assembling of the ready model

1.) nur Fertigmodell: Verpackungsbedingte Endmontage durch Kunde
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Schlotkrone (Teil 63) von vorne mit zwei Schrauben (Teil 7) befestigen.

Schwungrad (Teil 50) mit Bchse (Teil 77) seitlich auf herausstehende Achse schieben

und mit minimalem seitlichen Spielraum unter zur Hilfenahme des
Inbusschlussels SW1,5 fest ziehen.

An der Ruckseite der Lok befindet sich der Anhangehaken. Klappen
Sie diesen nach hinten. Lésen Sie mit dem Schltssel Torx 10 beide
Schrauben, die in der Achse eingeschraubt sind. Schieben Sie die
Achse nun zwischen Seitenteil links und rechts nach oben, bis Sie die
Schrauben durch die Bohrungen befestigen kénnen.

Schmier- und Klebemittel sind nur beim Bausatz enthalten.

I.) only assembled model: Final assembly by customer due to packaging
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Pipe crown (Part 63) fasten with two screws (Part 7) from the front.
Flywheel (Part 50) with belt drive (Part 77) slide sideways on protruding axis
and with a minimum lateral clearance tighten using the

Allen key SW1,5.

At the rear of the locomotive is located the trailer hook. Flip up this
backwards. Loosen with Torx 10 key both screws, which are screwed in

the axis. Slide the axle now between the side section left and right to top,

until you can fix the screws through the holes.

Lubricants and adhesives are included only in kit.
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